Pressure safety valve Manufacturer in Mexico 


South American Valve is the premier Pressure Safety Valve Manufacturer in Mexico, 
offering essential components known as Pressure Relief Valves (PRVs) or Safety 
Valves. We supply to Colombia, Ecuador, Guyana and Paraguay. These valves are 
meticulously designed to automatically release excess pressure from a system, 
safeguarding equipment, pipelines, and vessels from potential damage or catastrophic 
failure due to overpressure situations. 


Pressure Safety Valves are guardians of industrial processes, ensuring safety and 
integrity in diverse applications across Mexico. 


Key Components: 


e Body 

e Nozzle 

e Plate 

e Spring 

e Valve Stem 

e Bonnet 

e Gasket 

e Blow Down Ring 
e Pressure Indicator 
e Seat 

e Back Pressure 


We supply these types of Pressure Safety Valve: 


Spring-loaded Safety Valve 
Pilot-operated Safety Valve 
Bellows Safety Valve 
Deadweight Safety Valve 
Balanced Safety Valve 


Advantages: 


Overpressure Protection: Prevents damage and failure due to excess pressure. 
Automatic Operation: Responds to pressure changes without external 
intervention. 

Rapid Pressure Relief: Swift response to safeguard equipment and processes. 
Maintenance of System Integrity: Preserves the integrity of industrial processes. 
Compliance with Regulations: Meets safety standards and regulations. 
Protection Across Industries: Versatile application in various industrial sectors. 
Flexible Application: Suitable for diverse equipment and systems. 

No Power Source Needed: Operates independently of external power sources. 
Reliability: Ensures consistent and reliable pressure relief. 

Reduced Maintenance Costs: Minimal maintenance requirements contribute to 
cost-effectiveness. 


Industries: 


Oil and Gas Industries 
Chemical Industries 
Petrochemical Industries 
Power Plants 

Water Treatment 

Marine Industries 


Applications: 


Pressure Vessels 

Pipelines 

Steam Boilers 

Heat Exchangers 
Compressors 

Cooling Systems 

Chemical Reaction Vessels 


Technical Details: 


e Body Material: Cast Iron, Steel (A216 WCB, WCC, LCB, LCC, WC6, WC9), 
Ductile Iron, Stainless Steel (SS316, SS304, SS316L, SS904L, CF8, CF8M, 
F304, F316, F31L, F51, F3, F55, F91), DUPLEX STEEL. 

e Class: 150 — 2500, PN 10 — PN 450 

e Size: %—- 24” 

e Ends: Butt Welded, Socket Welded, Flanged, Threaded 


Visit us: https://www.southamericanvalve.com/product-category/pressure-safety-valve/ 


